Features & Benefits of the new 
PumpSaver®Plus Enclosure (ENCL)
The ENCL enclosure is a metal electrical box that meets the UL and NEMA 3R rating.  The ENCL is used for housing one of three different SymCom single-phase PumpSaver®Plus models (111P, 233P and 235P) and is only sold in conjunction with the PumpSaver®Plus models.  The ENCL has three clear lenses for conveniently viewing LED fault indications and for IR transmissions to SymCom’s Informer (a hand-held diagnostic tool), allowing the customer to determine the PumpSaver®Plus’ operational status.
	Features of the ENCL:

· New company branding colors (blue face on a cream color enclosure)

· Colorful troubleshooting chart on the  face of the ENCL

· Enclosure weighs 33% less and has 33% more height than its predecessor

· Installed PumpSaver®Plus sets higher than the side knock-outs

· Ample room for pulling/working with larger wire sizes

· Extra room for placing external CTs inside box for use with model 235P
· Seven knock-outs (½” and ¾” sizes)
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ENCL enclosure

· High quality stamped knock-outs make removal easier than its predecessor
· Individual knock-outs versus nested knock-outs (only pop-out the size you want
· Two grounding terminals incorporated into the metal enclosure (an advantage when faced with connecting/terminating multiple grounding wires)

· Wire the unit with ease!  Removable cover exposes top & front of PumpSaver®Plus

· Mount the ENCL with ease!  Upper mounting hole is a keyhole style slot

· Enclosure is only sold in conjunction with a single-phase PumpSaver®Plus, so get your pump protection unit in a NEMA 3R rated protective enclosure

	Features of PumpSaver®Plus models:

· New company branding colors (blue face on a cream color enclosure)

· LEDs and IR communication for fault   indications and operational status

· Unit running or Restart Delay model

· Calibration in progress and complete

· Unit off / requires a manual reset

· Underload (dry-well and deadhead)

· Overload (jammed impeller)

· Rapid cycle

· Faulty voltage

· IR communication with SymCom’s Informer (a hand-held diagnostic tool)
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Model 233P 
Features of the Informer (data displayed)

· PumpSaver®Plus model number
· Real-time voltage, current and power
· Underload and overload trip points
· Calibrated voltage
· Restart Delay setting and countdown timer
· CT size (if applicable, i.e. model 235P)
· Number of pump starts and total run time
· Last 20 faults (fault condition and voltage, current, power and total run time at time of the fault condition)
· Highest and lowest voltage and current  since last calibration
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